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EcoTech Marine  
has revolutionized  



Elegantly Discreet. Highly Controllable. 
Incredibly Effective.

The Wireless Wave Driver enables wireless coordination and enhanced 

functionality between multiple MP40w units right out of the box, with no extra  

equipment to buy—making it the most cost effective-solution 

on the market for larger aquariums. 

General Operational Modes
The VorTech’s wide variety of easy-to-program, controllable and customizable modes makes it  

the most versatile pump on the market. All VorTech models feature the following modes:

Reef-Crest Mode (blue line) automatically simulates the high-energy conditions of a  

natural reef crest environment. 

Lagoon Random Mode (black line) automatically simulates a calmer, lagoon reef  

environment. You set the maximum speed and the driver does the rest. 

	 In either Reef-Crest or Lagoon Mode, if this pump is a master pump, the associated slave pumps  
will replicate the master in sync or anti-sync modes.

Short Pulse Mode (BLACK LINE) allows for wave pulse timings between 0.3 and  

two seconds, enabling the creation of fast alternating flow throughout the tank. You set  

the maximum pump speed to control the frequency.  

Long Pulse Mode (BLUE LINE) allows for wave pulse timings of between two seconds  

and 60 seconds, enabling the creation of slow alternating flow throughout the tank. You set  

the maximum speed and control the swelling frequency. 

Night Mode enables the pump to operate for 14 hours in whichever mode is selected for day and go  

back to Night Mode for 10 hours.  

Sync & Anti-Sync Slave Modes (MP40w only): In a multi-pump setup, slave pumps will operate in  

sync or inverse (anti-sync) to the master pump to create tidal currents within your aquarium. 

Constant Speed Mode runs at a constant speed you set based on your aquarium’s specific needs.

Feed Mode slows down your pump for 10 minutes to allow you to feed your aquarium.

MP10 is ideal for nano-reef aquariums and tanks less than 50 gallons. 

MP20 is ideally suited for aquariums between 30-70 gallons and can be easily upgraded to the MP40w.

MP40w is perfect for aquariums ranging from 50-500+ gallons. 
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	 Tank	 Flow	W attage	 Max. Tank	W ireless	 Constant 	Short	L ong	R eef	L agoon	S ync/	N ight	 MSRP
	S ize	G PH		  Thickness			   Pulse	 Pulse			A   nti

						             ..............................  M O D E S  .............................  

MP10	 2.5-50	 500-1,575	 8-18	 3/8”		  X	 X	 X	 X	 X		  X	 $195

MP20	 30-70	 500-2,000	  6-18	 3/4”		  X	 X	 X	 X 	 X		  X	 $295

MP40w	 50-500+	1,000-3,200	 9-28	 3/4”	 X	 X	 X	 X	 X	 X	 X	 X	 $420
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